CITY OF TACOMA
Public Works Engineering Division
ADDENDUM NO. 2 DATE: 1/28/2021

REVISIONS TO:
Request for Bids Specification No. PW20-0193F
SOUTH 19TH AND CLAY HUNTINGTON

NOTICE TO ALL BIDDERS:

This addendum is issued to clarify, revise, add to or delete from, the original specification
documents for the above project. This addendum, as integrated with the original specification
documents, shall form the specification documents. The noted revisions shall take precedence
over previously issued specification documents and shall become part of this contract.

REVISIONS TO THE SUBMITTAL DEADLINE:

The submittal deadline has changed to Tuesday, February 9, 2021.

REVISIONS TO THE GENERAL INFORMATION:

Revision #1
Replace Form No. SPEC-040C “Requests for Bids” (2 pages) with the attached
page Form No. SPEC-040C “Requests for Bids” (2 pages).

REVISIONS TO THE PLANS:

Revision #1
Replace plan sheet SG-1 and SIG-3 with the attached plan sheets SG-1 and
SIG-3. Plan sheets indicate “Addendum 2” in “Revisions”.

PRE-BID Q&A:

1. Will the City be granting a suspension for material procurement?

The City will follow the standard specification for project suspension provided in
section 1-08.6, should it be deemed necessary.

2. Would you please clarify the mounting heights of the luminaire arms for poles
#6 and #10, as the construction notes call out for both to be 30’ mounting
heights, whereby the traffic signal detail chart shows them both to be at 40’.
What dimension will actually be required for both?

See updated plan sheets SG-1 and SIG-3.
3. Also on plan sheet #sg-1, there looks to be service cabinet/pedestal symbol

located at the intersection to supply power, but no indication of a construction
note requirement — will one be required here, or is it existing?

See updated plan sheet SG-1.
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NOTE: Acknowledge receipt of this addendum by initialing the corresponding space as
indicated on the signature page. Vendors who have already submitted their bid/proposal may
contact the Purchasing Division at 253-502-8468 and request return of their bid/proposal for
acknowledgment and re-submittal. Or, a letter acknowledging receipt of this addendum may be
submitted in an envelope marked Request for Bids Specification No. PW20-0193F Addendum
No. 2. The City reserves the right to reject any and all bids, including, in certain circumstances,
for failure to appropriately acknowledge this addendum.

cc: Basel Kitmitto, Public Works Engineering
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Addendum 2

City of Tacoma
Public Works Engineering

REQUEST FOR BIDS PW20-0193F
South 19th and Clay Huntington

Submittal Deadline: 11:00 a.m., Pacific Time, Tuesday, February 9, 2021
Submittal Delivery: Sealed submittals will be received as follows:

By Email:
bids@cityoftacoma.org
Maximum file size: 35 MB. Multiple emails may be sent for each submittal

Bid Opening: Held virtually each Tuesday at 11 AM via this link.

Submittals in response to a RFB will be recorded as received. As soon as possible on the day of
submittal deadline, preliminary results will be posted to www.TacomaPurchasing.org.

Solicitation Documents: An electronic copy of the complete solicitation documents may be
viewed and obtained at the City’s plan distribution service provider, ARC, 632 Broadway, Tacoma,
WA, or by going to http://www.e-arc.com/location/tacoma. Prospective bidders will be required to
pay reproduction costs. A list of vendors registered for this solicitation is also available at their
website.

Pre-Proposal Meeting: A pre-proposal meeting will not be held.

Project Scope: This Contract shall generally consist of traffic signal and traffic signal mast arm
pole installation, asphalt paving, curb and gutter, curb ramps, catch basin replacements,
sidewalk improvements, and pavement markings.

Estimate: $547,780

Paid Leave and Minimum Wage: Effective February 1, 2016, the City of Tacoma requires all
employers to provide paid leave and minimum wages, as set forth in Title 18 of the Tacoma
Municipal Code. For more information visit www.cityoftacoma.org/employmentstandards.

Americans with Disabilities Act (ADA Information: The City of Tacoma, in accordance with
Section 504 of the Rehabilitation Act (Section 504) and the Americans with Disabilities Act
(ADA), commits to nondiscrimination on the basis of disability, in all of its programs and
activities. Specification materials can be made available in an alternate format by emailing Gail
Himes at ghimes@cityoftacoma.org, or by calling her collect at 253-591-5785.

Federal Title VI Information: “The City of Tacoma” in accordance with provisions of Title VI of
the Civil Rights Act of 1964, (78 Stat. 252, 42 U.S.C. sections 2000d to 2000d-4) and the
Regulations, hereby notifies all bidders that it will affirmatively ensure that in any contract
entered into pursuant to this advertisement, disadvantaged business enterprises will be afforded
full and fair opportunity to submit bids in response to this invitation and will not be discriminated
against on the grounds of race, color, national origin in consideration of award.

Additional Information: Requests for information regarding the specifications may be obtained
by contacting Doreen Klaaskate, Senior Buyer by email to dklaaskate@cityoftacoma.org.

Protest Policy: City of Tacoma protest policy, located at www.tacomapurchasing.org, specifies
procedures for protests submitted prior to and after submittal deadline.

é\ Meeting sites are accessible to persons with disabilities. Reasonable accommodations for persons with
disabilities can be arranged with 48 hours advance notice by calling 253-502-8468.
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CONSTRUCTION NOTES ’

A.FURNISH AND INSTALL TYPE Il MAST ARM POLE, 35 FOOT MAST ARM, AND FOUNDATION

B.FURNISH AND INSTALL ONE 12" 4 SECTION FLASHING YELLOW SIGNAL HEAD, TWO 12" 3 SECTION
CIRCULAR SIGNAL HEADS, ONE PREEMPTION DETECTOR - opTIcom™ MODEL 721 AND
ASSOCIATED WIRING

C.FURNISH AND INSTALL ONE LED COUNTDOWN PEDESTRIAN SIGNAL HEAD (TYPE 'E' MOUNTING)
AND ASSOCIATED WIRING

D.REFER TO WSDOT STANDARD PLAN J-20.16-02 FOR PEDESTRIAN SIGNAL DETAIL

E.REFER TO WSDOT STANDARD PLAN J-75.10-02 FOR MOUNTING TYPE 'E' DETAIL

F.REFER TO WSDOT STANDARD PLAN J-26.10-03 AND 26.15-01 FOR FOUNDATION

A.FURNISH AND INSTALL BREAKAWAY PEDESTRIAN PUSHBUTTON POST AND FOUNDATION PER
WSDOT STANDARD PLAN J-20.15-03
B.FURNISH AND INSTALL ONE APS PUSHBUTTON AND ASSOCIATED WIRING

A.FURNISH AND INSTALL TYPE Il MAST ARM POLE, 20 FOOT MAST ARM AND FOUNDATION

B.FURNISH AND INSTALL TWO 3 SECTION CIRCULAR SIGNAL HEADS

C.FURNISH AND INSTALL ONE R3-5L (LEFT ARROW, ONLY) AND ONE R3-5R (RIGHT ARROW, ONLY)
SIGNS - 30"X36", WHITE WITH BLACK LETTERING

D.REFER TO WSDOT STANDARD PLAN J-20.16-02 FOR PEDESTRIAN SIGNAL DETAIL

E.REFER TO WSDOT STANDARD PLAN J-26.10-03 AND 26.15-01 FOR FOUNDATION

A.FURNISH AND INSTALL TYPE 1 SIGNAL POLE AND FOUNDATION

B.FURNISH AND INSTALL ONE APS PUSHBUTTON, ONE LED COUNTDOWN PEDESTRIAN SIGNAL HEAD
(TYPE 'E' MOUNTING), AND ASSOCIATED WIRING

C.REFER TO WSDOT STANDARD PLANS: J-21.10-04 FOR TYPE 1 FOUNDATION, J-75.10-02 FOR
MOUNTING DETAIL

A.FURNISH AND INSTALL BREAKAWAY PEDESTRIAN PUSHBUTTON POST AND FOUNDATION PER
WSDOT STANDARD PLAN J-20.15-03
B.FURNISH AND INSTALL ONE APS PUSHBUTTON AND ASSOCIATED WIRING

A.FURNISH AND INSTALL TYPE Il MAST ARM POLE, 25 FOOT MAST ARM, AND FOUNDATION

B.FURNISH AND INSTALL 8 FOOT LUMINAIRE ARM (MODIFIED 30' MOUNTING HEIGHT, FLANGE
BRACKETED), 400W EQUIVALENT LED LUMINAIRE, AND ASSOCIATED WIRING

C.FURNISH AND INSTALL TWO-12" 3 SECTION CIRCULAR SIGNAL HEADS, ONE PREEMPTION
DETECTOR - OPTICOM™ MODEL 721 AND ASSOCIATED WIRING

D.FURNISH AND INSTALL TWO LED COUNTDOWN PEDESTRIAN SIGNAL HEADS (TYPE 'E' MOUNTING)
AND ASSOCIATED WIRING

E.FURNISH AND INSTALL ONE GRIDSMART® FISHEYE DETECTION CAMERA AND ASSOCIATED
LUMINAIRE ARM MOUNTING HARDWARE AND CAMERA CABLES

F.REFER TO WSDOT STANDARD PLAN J-20.16-02 FOR PEDESTRIAN SIGNAL DETAIL

G.REFER TO WSDOT STANDARD PLAN J-75.10-02 FOR MOUNTING TYPE 'E' DETAIL

H.REFER TO WSDOT STANDARD PLAN J-26.10-03 AND 26.15-01 FOR FOUNDATION

I. REFER TO CITY OF TACOMA STANDARD PLANS: SL-05 STREETLIGHT SPLICE FOR HANDHOLES,
AND TS-07 STREETLIGHT MAST ARM MOUNTING FLANGE DETAIL

A.FURNISH AND INSTALL BREAKAWAY PEDESTRIAN PUSHBUTTON POST AND FOUNDATION PER
WSDOT STANDARD PLAN J-20.15-03
B.FURNISH AND INSTALL ONE APS PUSHBUTTON AND ASSOCIATED WIRING

A.FURNISH AND INSTALL BREAKAWAY PEDESTRIAN PUSHBUTTON POST AND FOUNDATION PER
WSDOT STANDARD PLAN J-20.15-03
B.FURNISH AND INSTALL ONE APS PUSHBUTTON AND ASSOCIATED WIRING

A.FURNISH AND INSTALL ACCESSIBLE PEDESTRIAN PUSHBUTTON WITH CURB BASE POLE AND
FOUNDATION.

B.FURNISH AND INSTALL ONE APS PUSHBUTTON AND ASSOCIATED WIRING.

C.REFER TO WSDOT STANDARD PLANS: J-20.11-02 FOR POLE AND FOUNDATION, J-20.26-01 FOR
MOUNTING DETAIL.

A.FURNISH AND INSTALL 30' STREETLIGHT POLE, 8 FOOT LUMINAIRE BRACKET ARM, AND 400W
EQUIVALENT LED LUMINAIRE, FOUNDATION, AND ASSOCIATED STREETLIGHT WIRING

B.REFER TO CITY OF TACOMA STANDARD PLANS: SL-02 STREETLIGHT FOUNDATION, SL-05
STREETLIGHT SPLICE FOR HANDHOLES, AND TS-07 STREETLIGHT MAST ARM MOUNTING FLANGE
DETAIL

A.FURNISH AND INSTALL TYPE P44, TS2, TRAFFIC CONTROLLER CABINET AND FOUNDATION.
CONTROLLER SHALL BE COMPATIBLE WITH OPTICOM' V'DETECTOR, GRIDSMART® VIDEO
DETECTION, APS PUSHBUTTON, LED COUNTDOWN PEDESTRIAN HEAD, FLASHING YELLOW ARROW
SIGNAL, AND LEADING PEDESTRIAN INTERVAL. SEE SPECIAL PROVISIONS FOR ADDITIONAL
REQUIREMENTS

B.REFER TO CITY OF TACOMA STANDARD PLAN TS-10 FOUNDATION & APRON FOR 'M' & ‘P

A.FURNISH AND INSTALL SERVICE CABINET ON CONCRETE FOUNDATION
B.REFER TO CITY OF TACOMA STANDARD PLAN SL-08 STREETLIGHT SERVICE DETAIL UNDERGROUN
TYPEA

GENERAL NOTES:

1. EXISTING SIGNAL EQUIPMENT NOT NOTED TO BE REMOVED SHALL REMAIN IN PLACE AND
PROTECTED FROM DAMAGE.

2. ALL SIGNS SHALL COMPLY WITH MUTCD 2009 STANDARDS AND WAC 468-95-143, STREET NAME
SIGN (D3-1)

3. ALL SIGN DIMENSIONS SHALL BE VERIFIED WITH THE ENGINEER AND MANUFACTURER BEFORE
FABRICATION

4.MAST ARM MOUNTED SIGNS SHALL BE INSTALLED PER WSDOT STANDARD PLAN G-30.10-04

<
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