CITY OF TACOMA
TPU GENERATION

ADDENDUM NO. 02

DATE: 6/02/2022

REVISIONS TO:
Request for Bids Specification No. PG22-0052N
GANTRY HOIST FOR MAYFIELD DRAFT TUBE GATES

NOTICE TO ALL BIDDERS:
This addendum is issued to clarify, revise, add to or delete from, the original specification documents for the above project. This addendum, as integrated with the original specification documents, shall form the specification documents. The noted revisions shall take precedence over previously issued specification documents and shall become part of this contract.

REVISIONS TO THE SUBMITTAL DEADLINE:
The submittal deadline remains the same, 11:00 am, Friday, June 17, 2022.

REVISIONS TO THE DRAWING/TECHNICAL AND/OR REQUIREMENTS:
MK205-1_Rev1, MK216-1_Rev1, MK216-3, MK217_Rev1

NOTE: Acknowledge receipt of this addendum by initialing the corresponding space as indicated on the signature page. Vendors who have already submitted their bid/proposal may contact the Purchasing Division at 253-502-8468 and request return of their bid/proposal for acknowledgment and re-submittal. Or, a letter acknowledging receipt of this addendum may be submitted in an envelope marked Request for Bids Specification No. PG22-0052N Addendum No. 01. The City reserves the right to reject any and all bids, including, in certain circumstances, for failure to appropriately acknowledge this addendum.

cc: Steve Belvin/Generation
NOTES:

1. USE ASTM A325 GALVANIZED FOR 1/2 DIAMETER, 1" DIAMETER AND LARGER, AND A307 FOR SMALLER FASTENERS.
2. FULLY ASSEMBLE HOIST BEFORE GALVANIZING AND CONTACT THE CITY FOR ENGINEERING INSPECTION PRIOR TO DISASSEMBLY AND GALVANIZING.
3. INSTALL GRINDING BLOCKS ON GANTRY FRAME ASSEMBLY WITH IN-PLACE GRINDING BLOCKS.
4. HOIST CAPACITY IS 16,000 LBS. 100% LOAD TEST AT FACTORY BEFORE SHIPPING. INVITE CITY ENGINEER TO WITNESS TEST.
5. DRAFT TUBE GATE WEIGHT IS 10,000 LBS. SHIPMENT WEIGHT IS 11,000 LBS.
MACHINING NOTES:
1. BREAK ALL SHARP EDGES.
2. MAKE NO MATERIAL SUBSTITUTIONS WITHOUT APPROVAL OF THE ENGINEER.
3. FINISH MILL OVER UNLESS NOTED OTHERWISE.
ITEM NO. | QTY. | DESCRIPTION | DETAILED
---|---|---|---
3 | 2 | FLANGED CARTRIDGE | UNIT REYNOLDS FC-B22432H
1 | 1 | MK217-3 WHEEL, DIA 8", RAIL | ASCE 70#

FINISH: ALL OVER UNLESS NOTED

MAKING NOTES:
1. BREAK ALL SHARP EDGES.
2. MATERIAL SUBSTITUTIONS ON APPROVAL OF THE ENGINEER.
3. CLEAN UP AND GALLVANIZING FOR AS SHOWN.

SCALE: 1/10" = 1'-0"

REFERENCE DRAWING
MK205-1 COVER SHEET & DRAWING INDEX
MK206-1 TRAVELLING DRIVE ASSEMBLY
MK216-1 IDLER WHEEL ASSEMBLY & SHAFT

SECTION A-A

SECTION B-B

SECTION D-D

SECTION E-E

SECTION F-F

SECTION G-G

SECTION H-H

SECTION I-I

SECTION J-J

SECTION K-K

SECTION L-L

SECTION M-M

SECTION N-N

SECTION O-O

SECTION P-P

SECTION Q-Q

SECTION R-R

SECTION S-S

SECTION T-T

SECTION U-U

SECTION V-V

SECTION W-W

SECTION X-X

SECTION Y-Y

SECTION Z-Z